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PRODUCT WITH 
EXCLUSIVE 

TECHNOLOGYP
A

T
E

N

TED EXCLU
S

IV
E SOLUTION

Unique in the market with patented 
technology for a 4-outlet head with high 

spray coverage.

Manual adjustment, with an integrated electric 
control system for solution cutoff and head 

movements.

High-speed oil-dipped bearings
with durability. No need for greasing.

SUGGESTED APPLICATIONS

Coffee

Orange

Sugar Cane

Lemon

Corn

Vegetables

Pasture

Flowers

MANUAL ADJUSTMENT
AND CONTROL SYSTEM

HIGH-SPEED
BEARINGS

EXCLUSIVE HEAD
WITH 04 OUTLETS

• QUADJET cannons do not require a hydraulic connection, 
eliminating issues of tractor oil contamination;

• For ease of operation with cab tractors, an electric valve system 
can be chosen for cutting off the mixture, avoiding the need for 
manual access to the flow control;

• Low maintenance costs for electric motors and centrifugal 
pumps with easily accessible replacement parts.

CEREALS QUADJET (trailer)

QUADJET
CEREALS
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*Without optional features or variations.

CEREALS QUADJET (trailer)
CHARACTERISTICS

TURBINE 900 mm

APPLICATION RANGE 40 meters (without wind)

TANK CAPACITY 1,500 liters

HEAD ROTATION 290 degrees

HEAD TILT 30 degrees

NOZZLES HOLDERS 6 nozzles

TOWER HEIGHT 3,880 mm

SECTION CONTROL Electric

PUMP TYPE Centrifugal (one rotor) - 150 l/min

MINIMUM TRACTOR POWER 75 HP

DRIVE TYPE Homocinetic PTO Shaft

WORKING ROTATION 540 rpm

SUCTION FILTER With stainless steel valve and filter (MESH 50)

WHEEL MODEL Tire 16in 10 ply

�7�<�3�(���2�)���:�+�(�(�/���$�;�/�( Fixed

�'�,�0�(�1�6�,�2�1�6��� �/�;�:�;�+�¡ 3,675 x 1,400 x 3,880 mm

EMPTY WEIGHT 690 kg

N.C.M 8424.49.00

SPRAYER CANNONS
Head with 4 outlets 

with the best jet 
coverage

Manual flow control 
with optional electric 

section cut-off for 
easier operation

Valve system with 
chemically highly 

resistant stainless-
steel filter

Turbine and tower made of 
welded carbon steel with 
high-quality and durable 

dual-function paint

Folded and welded carbon steel chassis, 
ensuring lightness and durability

Polyethylene tank, corrosion-resistant with 
bottle rinsing and hydraulic agitator (venturi)

Electric head 
movements without 
interruption during 

application

Helical cast aluminum 
propeller, lightweight 

and efficient

30º

290º

MADE IN

BRAZIL
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ELECTRIC CONTROL SYSTEM
AND MANUAL FLOW CUT-OFF

ELECTRIC CONTROL SYSTEM
AND ELECTRIC FLOW CUT-OFF

• Suitable for tractors without an enclosed cabin;

• Simplified control system for flow, opening, and closing. Requires the entire control mechanism to be taken inside 
the cabin.

• Suitable for tractors with or without enclosed cabs;

• Special control system for flow cut, requiring flow adjustment only once;

• Ideal for those seeking to enhance operator protection during application, making control and command easier.
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APPLICATION HEAD WITH 
SINGLE BALL JOINT SYSTEM

APPLICATION HEAD WITH 
DOUBLE BALL JOINT SYSTEM

• Applied in shorter crops and flatter terrains;

• Achieves up to a 30-degree head tilt for easier application.

• Applied in taller crops and uneven terrain;

• Achieves up to 60 degrees of tilt for easier application on both rough terrain and taller plants.

30º

60º


